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Approvals: 
 
 
Comments: 

 

Stainless Steel:  
Sheet metal anchors and ties: ASTM A 167 AISI Type 
304. 
Plate and bent bar anchors:  ASTM A 666 AISI Type 304.  
Wire ties and anchors: ASTM A 580 AISI Type 304. 
Hotdip Galvanized: 
ASTM A 153 Class B-2: (1.50 oz/ ft2.)(0.46kg/m2) 
 Mill Galvanized:   
Sheet metal anchors and ties: ASTM A 653 G60 
Wire: ASTM A 641 (0.1 oz/ ft2.) 
Plain Steel:   
Sheet Metal anchors and ties: ASTM A 569, ASTM A 366. 
Plates, bars, and shapes: ASTM A 123, ASTM A 36. 
Wire: ASTM A 82, ASTM A 82-95a. 

SUBMITTAL SHEET: #180 
CORRUGATED STRAP BOLT 

Standard Sizes: 
 
MADE TO ORDER: 
Thickness of Strap: 1/4", 3/16", 1/8", 11 gage, 12 
gage, & 16 gage. 
Diameter of Threaded Rod: 1/4", 3/8", 1/2". 
Strap Width: 1-1/4" minimum recommended. 
Length: Specify overall length of strap, and 
length of threaded rod extending beyond the strap. 
(Threaded rod is welded 1" onto the strap unless 
otherwise specified.) 
Available in Stainless Steel, Hotdip Galvanized 
After Fabrication, Electro Galvanized After 
Fabrication, or Plain Steel. 
 


