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Comments: 

 

Stainless Steel:  
Sheet metal anchors and ties: ASTM A 167 AISI Type 
304. 
Plate and bent bar anchors:  ASTM A 666 AISI Type 304.  
Wire ties and anchors: ASTM A 580 AISI Type 304. 
Hotdip Galvanized: 
ASTM A 153 Class B-2: (1.50 oz/ ft2.)(0.46kg/m2) 
 Mill Galvanized:   
Sheet metal anchors and ties: ASTM A 653 G60 
Wire: ASTM A 641 (0.1 oz/ ft2.) 
Plain Steel:   
Sheet Metal anchors and ties: ASTM A 569, ASTM A 366. 
Plates, bars, and shapes: ASTM A 123, ASTM A 36. 
Wire: ASTM A 82, ASTM A 82-95a. 
Firewall Anchors: 
Rolled Strip Zinc Alloy 710. 
(Firewall alloy 1/8” and 16 gage only) 

SUBMITTAL SHEET: #193 TWISTED 
STRAP-TYPE COLUMN ANCHORS. 

Made to order. Usual dimensions are 1/8" thick x 1 
1/4" wide with a 1 1/2" foldback for placement of 
walltie. Specify length from hook to start of twist 
(this dimension is the flange of the Beam), plus the 
overall length of the anchor from end to end. Twist is 
1 1/2" long. 
 
Walltie is 22 gage x 1" wide x 24" long. 
 
Available in Hotdip Galvanized after Fabrication for 
exterior walls or Mill Galvanized for interior walls. 
 
Sold in sets of 1 left anchor, 1 right anchor, and the 
walltie. 
 
If there is an airspace between the column and the 
wall then the two straps should be welded or bolted to 
the column to prevent movement from compression. 
Optional holes available for bolting to column. 


